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EU CERTIFICATE OF CONFORMITY 

In accordance with the requirements of the Pressure Equipment Directive 

2014/68/EU. 

This is to certify that the Quality Management System of: 

DIE ERSTE INDUSTRY CO., LTD. 
Main Office: 5F.-1, No. 936, Sec. 4, Wenxin Rd., Beitun Dist., Taichung City 

406505, Taiwan 
Production Site: No. 21, Ln. 605, Liancun Rd., Fengyuan Dist., Taichung 

City 420082, Taiwan  

has been assessed against the requirements of Annex III, Module D1 of the 
above Directive and conforms to the requirements for the products shown 

below: 

Manufacture of industrial valves 
 (See attached schedule) 

Approval is subject to the continued maintenance of the quality system in 

accordance with the requirements of the above Directive for the product(s) 

listed on the attached schedule. 

Authorisation is hereby given to use the Notified Body Identification Number 

in accordance with the requirements of the specified Directive in relation to 

the products as identified above. 

Certificate No.: 0343/SHA/PED/TWN00000225/A 

Original Approval: 03 November 2020 

Current Issue: 09 November 2023 

Certificate Expiry: 02 November 2026 

Notified Body No. 0343 

 

 

 _______________________________________________ 
                  Kevin Wu on behalf of LRQA Nederland B.V. 
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CERTIFICATE SCHEDULE 

0343/SHA/PED/TWN00000225/A 

In accordance with the requirements of the Pressure Equipment Directive 

2014/68/EU 

Product(s) 

NO Description Connection Material Seat Material Pressure Size 

1 
1-pc Ball 

Valve 

Threaded 
Wafer 

Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

PTFE:  
-20°C~+180°C 
R.PTFE:  
-20°C~+180°C 
TFM1600:  
-40°C~+180°C 
Carbon-filled 
PTFE:  
-20°C~+200°C 
MG1241:  
-20°C~+200°C 

CLASS 300/600/800 
PN25/40/63/100 

1000/2000PSI 
DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 

DN32-DN350 

2 
2-pc Ball 

Valve 

Threaded 
Welding 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

PTFE:  
-20°C~+180°C 
R.PTFE:  
-20°C~+180°C 
TFM1600:  
-40°C~+180°C 
Carbon-filled 
PTFE:  
-20°C~+200°C 
MG1241:  
-20°C~+200°C 
Delrin:  
-20°C~+80°C 
Peek:  
-20°C~+240°C 
PCTFE:  
-196° C ~ 204° C 

CLASS 300/600/800/ 
CLASS 900/1500/2500 

PN25/40/63/100 
1000/2000/3000/6000PSI 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 

DN32-DN350 

3 
3-pc Ball 

Valve 

Threaded 
Welding 
Flanged 
Clamp 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

PTFE:  
-20°C~+180°C 
R.PTFE:  
-20°C~+180°C 
TFM1600:  
-40°C~+180°C 
Carbon-filled 
PTFE:  
-20°C~+200°C 
MG1241:  
-20°C~+200°C 
Delrin:  

CLASS 300/600/800 
PN25/40/63/100 

1000/2000PSI 
DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 

DN32-DN350 



 

 

   

 

 

LRQA Nederland B.V. (Reg. no. 24247948) is a private limited company registered in the Netherlands with registered office at George Hintzenweg 77, 3068 AX Rotterdam.  A subsidiary 

of LRQA Group Limited. 

LRQA Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this clause as 'LRQA'. LRQA assumes 
no responsibility and shall not be liable to any person for any loss, damage or expense caused by reliance on the information or advice in this document or howsoever provided, unless 

that person has signed a contract with the relevant LRQA entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms 

and conditions set out in that contract. 

PED Module D1 - Template - Rev 5 - April 2023 Page 3 of 4 

 

-20°C~+80°C 
Peek:  
-20°C~+240°C 
PCTFE:  
-196° C ~ 204° C 

4 
Multiport 
Ball Valve 

Threaded 
Welding 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

PTFE:  
-20°C~+180°C 
R.PTFE:  
-20°C~+180°C 
TFM1600:  
-40°C~+180°C 
Carbon-filled 
PTFE:  
-20°C~+200°C 
MG1241:  
-20°C~+200°C 
PCTFE:  
-196° C ~ 204° C 

CLASS 300 
PN25/40/63 
800/1000PSI 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 

DN32-DN350 

5 Gate Valve 
Threaded 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

Metal up to 
425°C 

CLASS 300 
PN25/40 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 
200 PSI 

DN32-DN350 

6 Globe Valve 
Threaded 
Welding 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

Metal up to 
425°C 

CLASS 300 
PN25/40 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 
200 PSI 

DN32-DN350 

7 Check Valve 
Threaded 
Welding 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

Metal up to 
425°C 
PTFE:  
-20°C~+180°C 
NBR:  
-10°C~+80°C 
EPDM:  
-20°C~+120°C 
Viton:  
-10°C~+200°C 

CLASS 300/600/800/ 
CLASS 900/1500/2500 

PN25/40/63/100 
1000PSI 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 
200 PSI 

DN32-DN350 
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8 Y Strainer 
Threaded 
Welding 
Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

PTFE:  
-20°C~+180°C 
R.PTFE:  
-20°C~+180°C 
TFM1600:  
-40°C~+180°C 
Carbon-filled 
PTFE:  
-20°C~+200°C 

CLASS 300 
PN25/40 
800PSI 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 16K 

DN32-DN200 

PN10 
JIS10K 
200 PSI 

DN32-DN350 

9 
Needle 
Valve 

Threaded 
Welding 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

Metal up to 
425°C 

6000/10000PSI DN32-DN50 

10 
Butterfly 

Valve 

Wafer 
Lug 

Flanged 

CF8, CF3, 
CF8M, 
CF3M, WCB 
1.4308, 
1.4309, 
1.4408, 
1.4409, 
1.0619 
SCS14, 
SCS13, 
SCS16 

NBR:  
-10°C~+80°C 
EPDM:  
-20°C~+120°C 
Viton:  
-10°C~+200°C 
PTFE:  
-20°C~+180°C 
Metal up to  
-425°C 

CLASS 300/600 
PN25/40 

DN32-DN100 

CLASS 150 
JIS 20K 

DN32-DN150 

PN16 
JIS 10K/16K 

DN32-DN200 

PN10 
JIS10K 

DN32-DN350 

 

 

 

 

 

Schedule Issue: 02 

Date of Schedule Issue: 09 November 2023 

Notified Body No. 0343 
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